
TRAFFIC PAINT AND GLASS BEADS
DCTD Designation: S 608-99

General

A.

B.

Equipment
1. One pint friction top can ancj lid.
2. Drum opener.
3. Mechanical agitator (Jiffy mixer type).
4. Clean sampling device.
5. OOTO stamp, ink pad and sluitable markers
6. MATT forms, envelopes ancl tape for securing to sample containers.
Safety Precautions

It is the responsibility of the user of this sampling method to establish
appropriate safety practices incluc:ling, but not limited to, exposure to flammable and
hazardous materials and lifting h,savy containers and objects.

Traffic PaintII.

A. Sampling at an approved warehl:)use (Louisiana Warehouse Only)
1 .Warehouse Responsibilities

a. Notify the District Lab~:)ratory in the district in which the warehouse is
located and request si3mpling and testing for batch approval allowing
adequate time for scheduling by the District Lab and testing by the
Materials and Testing ~;ection.

b. Separate the materials to be sampled into individual manufacturer's batch
numbers.

c. Provide access to enat:,le the District Lab personnel to randomly select a
representative drum ani:! facilitate the marking of individual drums or sealed
pallets.

d. Mechanically agitate the contents of the drum selected by the District Lab
personnel until the coating is homogeneous and there is no settled pigment
in the drum.

e. While agitating place 1 pt of the material into a 1 pt friction top can using
a clean sampling devicla.

f. As directed by the District Lab personnel, mark each drum or sealed pallet
and stamp with the DOTD lot number.

g. After approval of a rnanufacturer's batch of traffic paint, provide a
Certificate of Delivery Form referencing the manufacturer's lot number and
the Louisiana DOTO passing lab number with each batch shipped to the
job site.

h. If the batch is not approved, void the DOTD lot number by marking through
the number.

2. District Laboratory Responsibilities
a. Identify each manufac1:urer's batch number and material to be tested by

DOTD lot number.
b. Randomly select one drum from each manufacturer batch number.
c. Witness the warehouse personnel mechanically agitate the contents of the

drum selected until the coating is homogeneous and there is no settled
pigment in the drum.

d. Witness the warehousla personnel properly sample the material.
e. Write the DOTD lot number and the manufacturers' batch number on the

sample can.
f. Once the samples are taken, have the warehouse personnel mark each

drum or sealed pallet of that batch and stamp with the DOTD lot number.
(Obtain stamps for this; purpose from the Materials & Testing Section.)

g. Place a properly completed, unsoiled sample identification form in an
envelope and securely attach envelope to the sample container. Forward
samples to the Materials & Testing Section for testing. The disposition of
results shall be reported by the Materials & Testing Section to the District
Laboratory.

h. For any batch of material not conforming to specifications and receiving a
failing report, return to the storage facility to ensure that the supplier of the
material has voided th4a DOTD lot number.

3. Certificate of Delivery From the Warehouse
Upon receiving apprcNal and a passing laboratory number from the

Materials & Testing Sectiori, submit with each DOTO lot of approved material
a Certificate of Delivery (CCI) to the project engineer along with a copy to the
Materials & Testing Sectil:)n. The CD must be signed by an authorized
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B.
representative of the company.

Sampling at Project Site
1. Contractor Responsibilities

a. Notify the project personnel and request sampling and testing for batch
approval allowing adeqtJate time for sample transportation and testing by
the Materials and Testing Section.

b. Separate the materials to be sampled into individual manufacturer's batch
number.

c. Provide access to enal:)le the project personnel to randomly select a
representative drum.

d. Mechanically agitate thle contents of the drum selected by the project
personnel until the coating is homogeneous and there is no settled pigment
in the drum.

e. While agitating place 1 pt of the material into a 1 pt friction top can using
a clean sampling device.

2. Project Engineer Responsibilities
a. Identify each manufactLlrer's batch number and material to be tested.
b. Randomly select one container from each different manufacturer batch

number.
c. Witness the contractor personnel mechanically agitate the contents of the

drum selected until the coating is homogeneous and there is no settled
pigment in the drum.

d. Witness the contractor properly sample the material.
e. Write the manufacturer':s batch number on the sample can.
f. Place a properly completed, unsoiled sample identification form in an

envelope and securely attach envelope to the sample container. Forvvard
samples to the Materialsi & Testing Section for testing. The disposition of
results shall be reported by the Materials & Testing Section to the project
personnel.

t

rIII. Glass Beads

A. Sampling at an approved wareho'use (Louisiana Warehouse Only)
1 .Warehouse Responsibilities

a. Notify the District Laboratory in the district in which the warehouse is
located and request sampling and testing for approval allowing adequate
time for scheduling by the District Lab and testing by the Materials and
Testing Section.

b. Separate the glass bead:s into individual manufacturer's lot numbers.
c. Provide access to enablE~ the District Lab personnel to randomly select a

representative sack and facilitate the marking of individual containers or
pallets.

d. Once the sack has beerl selected, stamp and mark each sack or sealed
pallet of that lot with the DOTD lot number. (Obtain stamps for this
purpose from the District Laboratory personnel.)

e. After approval of a manufacturer's lot of glass beads, provide a Certificate
of Delivery referencing the manufacturer's lot number and the Louisiana
DOTD passing lab numtler with each lot shipped to the job site.

f. If the lot is not approved, void the DOTD lot number by marking through
the number.

2. District Laboratory Responsibilities
a. Identify each manufacturer's lot number to be tested by DOTD lot.
b. Randomly select one 50 Ib sack from each manufacturer lot.
c. Once the sack has been selected, have the warehouse personnel stamp

and mark each sack or sE~aled pallet of that lot with the DOTD lot number.
(Obtain stamps for this purpose from the Materials & Testing Section.)

d. Write the DOTD lot nurrlber on the sack which has been selected as the
sample.

e. Place a properly compl.~ted, unsoiled sample identification form in an
envelope and securely attach envelope to the sack. Forward the sample to
the Materials & Testing ~;ection for testing. The disposition of results shall
be reported by the Mateirials & Testing Section to the District Laboratory.

f. For any lot of glass beads not conforming to specifications and receiving
a failing report, return to the warehouse to ensure that the supplier of the
material has voided the DOTD lot number.

3. Certificate of Delivery From the Warehouse
Upon receiving approval and a passing laboratory number from the

Materials 8- Testing Section, submit with each DOTD lot of approved material
a Certificate of Delivery (CD) "to the Project Engineer along with a copy to the
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Materials & Testing Section.
representative of the compal'Y

The CD must be signed by an authorized

8

c.

Sampling at the Out of State Manufacturer's Facility
1. Manufacturer Responsibilitieis

a. Notify the appointed state inspector in the state in which the storage
facility is located for LolJisiana OOTO lot approval allowing adequate time
for scheduling by the inspector.

b. Separate glass beads b'{ manufacturer's lot number.
c. Provide access for inspE~ctor to easily obtain random samples.
d. Once the samples of glass beads are taken, seal, stamp and mark each

sack of that lot with thE~ Louisiana OOTO lot number (obtain stamp form
state inspector.)

e. After approval of the glass beads, provide a Certificate of Delivery
referencing the manuf,acturer's lot number and the Louisiana OOTO
passing lab number with each Louisiana OOTO lot shipped to the job site.

f. If the material is not al=)proved, void the Louisiana OOTO lot number by
marking through the number.

2. State Inspector Responsibilities
a. Upon arrival at the warel,ouse, identify the glass beads by Louisiana OOTO

lot number (same material included in manufacturer's lot.)
b. Randomly select on 50 Ib sack of glass beads per manufacturer's lot.
c. Identify the sample of ~,Iass beads with the Louisiana OOTO lot number

used to designate the lot of which it is representative (Example: MS-GB-
0001 for Mississippi inspected material orTX-GB-0001 for Texas inspected
material.)

d. Once the samples of gla~)s beads are taken, have the warehouse personnel
sea. stamp and mark each sack of that lot with the Louisiana OOTO Lot
Number (obtain stamp~j from the Louisiana OOTO Materials & Testing
Section.)

e. Place a properly completed, unsoiled sample identification form in an
envelope and securely a1:tach envelope to the sack. Forward the sample to
the LA OOTO Materials & Testing Section for testing. The disposition of
results shall be reportecl by th Materials & Testing Section to appointed
state inspector.

f. For any lot of material not conforming to specifications and receiving a
failing report, return to the storage facility to ensure that the supplier of the
material has voided the Louisiana OCTO Lot Number.

3. Certificate of Delivery From the Warehouse
Upon receiving approval and passing Louisiana OCTO laboratory number
from the Materials & Te~)ting Section, submit with each lot of glass beads
s Certificate of Delivery (CO) to the Project Engineer along with a copy to
the Materials & Testing ~5ection. The CD must be signed by an authorized
representative of the cornpany.

Sampling at Project Site
1. Contractor Responsibilities

a. Notify the project personnel and request sampling and testing for approval
allowing adequate time! for sample transportation and testing by the
Materials and Testing SE~ction.

b. Separate the materials 1:0 be sampled into individual manufacturer's lot
numbers.

c. Provide access to enat)le the project personnel to randomly select a
representative sack.

2. Project Engineer Responsibili1:ies
a. Identify each manufacturer's lot number and material to be tested.
b. Randomly select one 50 Ib sack from each manufacturer lot.
c. Place a properly completed, unsoiled sample identification form in an

envelope and securely attach envelope to the sack. Forward the sample to
the Materials & Testing ~)ection for testing. The disposition of results shall
be reported by the Materials & Testing Section to the project personnel.
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OCTO 03-22-0028
Rev. 11/03

STATE OF LOUISIANA
DEPARTMENT OF TRANSPORTATION AND DEVELOPMENT

MATERIALS;9- TESTING SECTION
5080 FLORIDA BLVD.. BATON ROUGE. LA 70806

CERTIFICA-rE OF DELIVERY
FOR

TRAFFIC PAINT & GLASS BEADS

PROJECT NAME P. O. NUMBER

PROJECT NUMBER CO'NTRACTOR

MATERIAL
ABBREV .

(SEE
BELOW)

MANUFACTURER
LOT

NUMBER

PROD.
SOURCE

CODE

DOTD
LOT NUMBER

(E)(:-S1-GB-OOO1)

REPRESENTED
BY

OCTO LAB. NO.
COLOR MANUFACTURER QUANTm'

List of Materials with Material Abbreviation: I "F(GB) Glass Beads'
(WTB) Waterborne Traffic Paint (QPL 36) ..,'
(STP) Solvent borne Traffic Paint (QPL 36)

This is to certify that th"e materials listed above have been shipped to the referenced project. We certify that random samples taken
from the lot or batch of the materials listed above have been previously tested by the Materials & Testing Section under the above
referenced lab numbers and have met all specification require~ments for the designated project. This certificate is invalid
unless signed by an authorized representative j:)f the company.

COMPANY:

Date Shipped to Jobsite: BY:
(Allthorized Company Representative Signature)

Copies:
One copy for each project will accompany all shipments of the above listed materials.
One copy shall be mailed to the Materials Engineer Administrator, Louisiana Department of Transportation and

Development. 5080 Florida Blvd.. Baton Rouge, LA 70806.

For DI:)TD Use:

Approved: Date:

Remarks:

Shipments will be accepted only when c,ccompanied by this official DOTD certificate:
rr>rrn -TTT -Ltl~. 1? In~


